ARCHITECTURAL SET-
GROUND FLOOR
TENDER DRAWINGS
1. Drawings shall not be scaled.
2. All dimensions are in mm.
3. Any discrepancy in drawings and existing conditions should be brought to the notice of the architect prior to proceeding with the item.
4. For size of structural members refer structural engineer's drawings.
5. All door & window dimensions listed in schedules must be verified with site conditions before fabrication.
6. All door and window dimensions are masonry dimensions.
7. Correlate structural & architect's designs and get back to architect with discrepancies if any.

NOTES:
1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER’S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORELATE STRUCTURAL & ARCHITECT’S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

NOTES:

TEL: 24458473 FAX: 24446223

ISSUE/ REVISION

UPENDRA NAYAK & ASSOCIATES
ARCHITECTS INTERIOR DESIGNERS
1, SULBHA NIWAS. DILIP GUPTE MARG. MAHIM. MUMBAI 400016
T: 24458473 F: 24446223

DATE: 02.08.2022

TENDER DRAWINGS
A2

I I T BOMBAY: VANVHAR GUEST HOUSE
PO BOX: MUMBAI - 400076, INDIA

NOTES:

1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER’S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORELATE STRUCTURAL & ARCHITECT’S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

NOTES:

1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER’S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORELATE STRUCTURAL & ARCHITECT’S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

NOTES:

1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER’S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORELATE STRUCTURAL & ARCHITECT’S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

NOTES:

1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER’S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORELATE STRUCTURAL & ARCHITECT’S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

NOTES:

1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER’S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORELATE STRUCTURAL & ARCHITECT’S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.
NOTES:

1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER'S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS.
7. CORRELATE STRUCTURAL & ARCHITECT'S DwgS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.
1. Drawings shall not be scaled.
2. All dimensions are in mm.
3. Any discrepancy in drawings and existing conditions should be brought to the notice of the architect prior to proceeding with the item.
4. For size of structural members refer structural engineer's drawings.
5. All door & window dimensions listed in schedules must be verified with site conditions before fabrication.
6. All door and window dimensions are masonary dimensions.
7. Correlate structural & architect's plans, and get back to architect with discrepancies if any.

Notes:

- TEL: 24458473 FAX: 24446223
- DRAWN BY: HR
- ISSUE/REVISION
- SCALE: 1:75
- DATE: 02.08.22
- UPENDRA NAYAK & ASSOCIATES
  1, SULBHA NIWAS, DILIP GUPTA MARG, MAHIM, MUMBAI 400016
  ARCHITECTS, INTERIOR DESIGNERS
  POWAI, MUMBAI - 400 076, INDIA
  TENDER DRAWING

Sections:
- Section DD'
- Section EE'
- Section FF'
  SCALE = 1:75
  A
  B
  C
ARCHITECTURAL SET-FIRST FLOOR
TENDER DRAWINGS
BATHROOM AREA = 3.60 SQ.M

SHOWER FL1

VESTIBULE AREA = 2.37 SQ.M

BED ROOM
AREA = 19.53 SQ.M

FLOORING DETAIL

<table>
<thead>
<tr>
<th>SIZE</th>
<th>ITEMS</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>200MMX1200MM</td>
<td>VITRIFIED FLOORING</td>
<td>FL1</td>
</tr>
<tr>
<td>20MM X 20MM</td>
<td>GLASS MOSAIC</td>
<td>FL2</td>
</tr>
</tbody>
</table>

NOTES:
1. DRAWINGS SHALL NOT BE SCALLED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. CORRELATE STRUCTURAL & ARCHITECT'S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.
ARCHITECTURAL SET-SECOND FLOOR

TENDER DRAWINGS
NEW BK. WALL
KEY
DEMOLITION WALL

BED
(2.0M X 1.2M)
FRIDGE
(0.6M X 0.7M)
BED
(2.0M X 1.2M)
BEDROOM
AREA = 19.54 SQ.M
L.C.D
CURTAINS
LOUNGE CHAIR
PEDESTAL LAMP
SIDETABLE
(0.60M X 0.60M)
MIRROR
CONSOLE
(0.60M X 1.30M)
SIDE TABLE
(0.60M X 0.60M)
LUGGAGE RACK
(1.05M X 0.60M)
STUDY TABLE
(0.60M X 1.20M)
WARDROBE
(1.80M X 0.60M)
WALL SCONCE
SIDE TABLE
(0.60M X 0.60M)

VESTIBULE
AREA = 2.37 SQ.MT.

BATHROOM
AREA = 3.60 SQ.M

SHOWER

SAFES
WARDROBE
(1.80M X 0.60M)

PLAN OF VANVIHAR ROOM TYPE-1
SCALE=1:30

NOTES:
1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER'S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS
7. CORRELATE STRUCTURAL & ARCHITECT'S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

UPENDRA NAYAK & ASSOCIATES
ARCHITECTS INTERIOR DESIGNERS
1, SULBH NIWAS, DILIP GUPTA MARG, MAHIM, MUMBAI 400016
TEL: 24458473 FAX:24446223

ISSUE FOR TENDER PURPOSE
12.08.2022
I I T BOMBAY: VANVIHAR GUEST HOUSE
POWAI, MUMBAI - 400 076, INDIA
ARCHITECTS. INTERIOR DESIGNERS
1, SULBH NIWAS, DILIP GUPTA MARG, MAHIM. MUMBAI 400016
TEL: 24458473 FAX:24446223
DATE:21.02.2022 SCALE AS NEEDED DRAWN BY:HR CHECKED BY:AB
NOTES:
1. DRAWINGS SHALL NOT BE SCALED.
2. ALL DIMENSIONS ARE IN MM.
3. ANY DISCREPANCY IN DRAWINGS AND EXISTING CONDITIONS SHOULD BE BROUGHT TO THE NOTICE OF
   THE ARCHITECT PRIOR TO PROCEEDING WITH THE ITEM.
4. FOR SIZE OF STRUCTURAL MEMBERS REFER STRUCTURAL ENGINEER'S DRAWINGS.
5. ALL DOOR & WINDOW DIMENSIONS LISTED IN SCHEDULES MUST BE VERIFIED WITH SITE CONDITIONS BEFORE FABRICATION.
6. ALL DOOR AND WINDOW DIMENSIONS ARE MASONARY DIMENSIONS.
7. CORRELATE STRUCTURAL & ARCHITECT'S DWGS. AND GET BACK TO ARCHITECT WITH DISCREPANCIES IF ANY.

TYPICAL ROOM FLOORING LAYOUT

FLOOR TILE DETAIL

<table>
<thead>
<tr>
<th>Size</th>
<th>Items</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>200MMx1200MM</td>
<td>VITRIFIED TILES</td>
<td>FL1</td>
</tr>
<tr>
<td>20MM x 20MM</td>
<td>GLASS MOSAIC</td>
<td>FL2</td>
</tr>
</tbody>
</table>